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Copyright

Any reproduction of the supplied documentation or the SEMA programs or parts thereof or of the Instant Help in any form
will be prosecuted. All copyright in the SEMA software, the Instant Help and the documentation are owned by SEMA
GmbH.

The rightful acquisition of the software licence gives you the right to use the software/Instant Help in the same way as you
may use a book. As it is impossible for more than one person to read the same copy of a book in different places simulta-
neously, the installation program and all the SEMA programs must not be used on more than one computer at a time.
Anyone who transfers this software to DVD, hard disk or any other medium except for back-up and archival purposes is
liable to prosecution.

Please note that your licence, including your address and licence number, is registered with SEMA GmbH. Make sure that
no illegal copies of your program licence are made! The registered address can also be determined from these copies, so
that the owner of the corresponding original can always be detected and made liable consonant with the license agreement.

Infringement of our copyright will be subject to civil and criminal prosecution!
© SEMA GmbH. All rights reserved.

Limited Warranty

SEMA assumes no liability for errors and omissions in this document, the software or in the Instant Help. However, as
every effort is made to provide accurate information, we would appreciate users calling our attention to any errors.

This manual is subject to changes without notice and specification of reasons. As every version of our software is reviewed
and updated for your benefit, we would appreciate any ideas and suggestions from users. With constructive criticism, you
can help us to further improve and develop our programs and documentation.

Published by:

SEMA GmbH

Computer Software und Hardware-Vertrieb
SalzstralRe 25

87499 Wildpoldsried near Kempten, Germany

Microsoft, MS-DOS, Windows and Internet Explorer are registered trademarks of the Microsoft Corporation.

The Internet Explorer has been made available by kind permission of the Microsoft Corporation. Reproduction in any form
or disassembling is prohibited. All rights in this software product are owned by the Microsoft Corporation.

Printed in Germany
Item No. INSTR-INSTALL-MSIX-EN 09/2023
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Installation Guide

1. General information on the installation

The SEMA program system is installed under Windows by means of a Windows installation program. The
operating system Windows 10 Build 20H2 is the basic requirement.

- » 1.1. Run app installer file on Windows

. -

After downloading the current program version via the link www.sema-soft.de/en/download,
you start the installation by running the appinstaller file.

1.2. Desktop Icon

There will currently no longer be a desktop icon after installation. However, the app can be pinned to the
taskbar or the "Start".

Recently added

. SEMABeta 23.3 EN

-9 Pin to Start
Most used

pote Pin to taskbar

m File Explorer
Q Settings

&Y Registry Editor

Uninstall Run as administrator

App settings
Remove from this list

> Microsoft Edge
Clear list

S skype

Total Commander 64 bit

#
Ea 3D Viewer

A

M~ Acrobat Reader
m ASUS Welcome

B

1.3. First program start

You need administrator rights when starting the program for the first time after a new installation. Proper in-
stallation of the SEMA program cannot be guaranteed without administrator rights.
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1.4. SEMA Presenter

The SEMA Presenter is now offered as a separate installation at www.sema-soft.de/download. This can be
installed like the full version of the SEMA program.

1.5. Installation Path
The standardized installation path of the SEMA program is: C:\ProgramData\SEMAData\.

Please note that the directory "ProgramData" is hidden by Windows. To make this folder visible you have to
activate it in the settings of your Windows Explorer.

L System (C) u] X
N - °
.— B Preview pane WP ccns & Large icons &8 Medium-sized icons =
5 small icons List Details
Navigation [T Details pane — Opt
pane ~ b
« v 4 B » ThisPC > System (C) v O
dific
v 3 Quick access
B Deskiop $GetCurrent
§SysReset
4 Downloads v
SWINDOWS.~BT
¥ Docul
Documents $WinREAgent
& Pictures MSOCache
Anleitung Testrechne Perflogs
Version 12.x Program Files
Version ab Window:
@ OneDrive - Perscnal .
etup r
v = This PC sources
¥ 30 Objects Trace
I Desktop Users
us
¥ Documents '
Windows
Downle
¥ Downloads Windows 10Upgrade
B Music
= Pictures
[E videos
2 System (C)

~ voll (\sema-zentra

& Network

2. Single-user installation

A single-user installation is a standard installation in which the projects, master data and settings are located
locally on the hard disk. Individual paths can be changed afterwards, if necessary.

2.1. Starting the installation
After downloading the so-called app installer file, you can run it with a double-click.

Here, the example of the installation in English.

SEMA
EN.appinstaller
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An installation window will then open in which you can start the installation. You can also select whether the
SEMA program should be started directly after the installation. The default installation path is: C:\Pro-

gramData\SEMAData\
O X
Install - EN?
Publisher: SEMA Lizenz- und Beteiligungs-GmbH
Version:
Capabilities:
- Uses all system resources

By installing, you agree that this app will automatically check for and install updates.

Launch when ready m

Getting the system ready for install...

Launch when ready

@

= O X
Install - EN?
Publisher: SEMA Lizenz- und Beteiligungs-GmbH
Version:
Capabilities:
- Uses all system resources

2.2 Default paths for projects and import/export path

Created construction projects are always saved with default settings under C:\User\Documents\SEMAData

Projects.

The default path for imports and exports is C:\User\Documents\SEMAData\EIN_AUS

SEMA GmbH - Salzstrale 25 « 87499 Wildpoldsried, Germany « Tel.: +49 8304 - 939 0

www.sema-soft.com ¢ info@sema-soft.com

SOFTWARE



Installation Guide 7 of 13

2.2. First program start

The software end-user license agreement (EULA) opens the first time the program is started after the installa-
tion. You must agree to the EULA agreement.

lcence sqreemant 3

Software End-User License Agreement (EULA)

General

All intellectual property rights to the “SEMA Software” software (“Software”) are owned by SEMA GmbH (“SEMA”) and its suppliers. SEMA
enly perits you to copy. download. install and use the Software under the terms and conditions of this license (“License™). The Software can and
must ouly be used in combination with a software protection key. The requirements for using the Softwate are documented in the SEMA product
information (e.p. packaging, inchided documentation)

The tenms and conditions for the use of SEMA's Software / Ilardware by vou, the end user (herinafier “Licensee™) are set out herembelow. By
installing the Software on your computer, you agree with the terms and conditions of this license agreement (License Agreement™). Therefore,
please read the following text carefully and completely. If you do not agree t the terms and conditions of thus License. do not install the
Software.

1. Definitions
1. “Software" comprises (I} software files and other computer information by SEMA and third parties. () accompanying written

doetmentation (manual) and (111 all modified versions and copics provided by SEMA in the form of updates, upgrades, patches and
enhancements. unless governed by a separate agreement.

]

The Software and all authorized eopies of this Software made by you are the intellectual property of SEMA and its suppliers. The
struenure, organization and eode of the Software are valuable trade seerets of SEMA and its suppliers. The Software is legally protected. in
particular by the copyright of the Federal Republic of Germany (“Utheberrecht™) and the copyright laws of other countries and
mternational {reaties.

2. Licensing
1. SEMA prants you a non-exclusive license to use the Software in accordance with the terms and restrictions of this License Agreement
Iliring, lending or sub-licensing of the Software is prohibited,
2. The Software may only be used on one computer at a time, using the protection key fexcept for server keys for a stipulated number of
client hicenses).
3. Teachers’ nd studems of ons can purchase a special software license for edncational purposes which must

not be used for commercial purposes. Soflware licensed for educational institutions may be installed on a server and any number of
computer workstatiens within the institation as well as onee for each teacher/instructor and student on his or her home eomputer for
educational purposes of for the institution. The granting of such a special license for i and students, the

mstitution amd (he maximum number of penmitied mstallations is indicated on the Softweare medivm (CDDVD) andfor the invoice v

The copying process will start automatically after you have read the agreement and confirmed it with "Agree".
The "Own master data" supplied by SEMA will be installed.

Installation

Master data installation S I

SEMA standard master data SOFTWARE

- Copy GLOBAL/PROFILES Copy GLOBAL/PROFILES
- Install Eigene Stammdaten Detailed info: Copy

The last step includes a query that requires administrator rights.

I
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2.3. First program start with existing installation prior to V 23.3 (data
transfer)

If the SEMA Version 23-2 has already been installed, it is also possible to transfer data from this version.
However, this data transfer is no longer started when the SEMA program is installed, but when the freshly
installed SEMA software is started for the first time.

A selection window for the data transfer now opens, as well as a window for selecting the master folders that
are to be transferred or taken over.

Taking over of the SEMA-data V23-2 --> V23-3

Source:  |CASEMA\SEMAV232EN\SEMSYS_64_D\VB.INI
Target:  CASEMA\SEMAV233EN\

[V Company address

[v] Building project headlines, BP mode
[] Display options(F7)

[V Presettings(Alt + F7)

[ 1con bars/palettes

|Z Colour settings

[“] Component hint setting

[ Processing arguments

[ Import/export path material list/single member
[ Machine data all types

[v] Single member Variations Processings

[] Settings for search and mark

All on O All off

Custom-designed constructions

Templates for material lists

[v] Templates for plans

Templates for projects

[v] Templates for measurement and quick calculatio
Energy performance templates

IFC settings

Save your own master data macros

via the master-data administration
Self-defined placeholders
Other settings

0%

File:

OK Cancel

[C] WORK_MASTER DATA 22-2[#1ST#200#300#400].POL
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3. Update installation

Once new updates are available, the SEMA program can be updated at the start of the program
rights are not required for updates.

4. Deinstallation of the SEMA program

The SEMA program can be uninstalled via the "Windows apps".

Consequently, go to “Apps” in your Windows settings =>"Installed apps".

& Soings - o x

Windows Settings

System E Phone Network & Intemet Personalisation
BB i B RS e U0, @ M e
power R R TR e
= ) '
§= Apps Q Accouns (R Time & Langusge &) Gaming [ls Esseof Access
LS rarp— You occoumts,amel spnc, AT Speac, egion, dete Hbox Game Bar, coplures, Game N Narton, megpits, bigh
faaures woek aibar pecple Mode contrast
Search Privacy 77N ypdate & Security
backup

Apps & features

Related settings
Programs and Features

Choose where to get apps

Installing apps only from Microsoft Store helps protect your device,

[mtere ] Vet o e e
Finding App or Programme installed
in Windows

Apps & features
Installing web apps from Microsoft
Optionl features Turning off app recommendations
App execution aliases Repairing apps and programmes
Uninstalling apps
Search, sort and filter by drive. If you would like to uninstall or

Updatiry
move an app, select it from the list. P s
@ Gethelp

Sort by: Name Filter by: All drives £ Give feedback
1 app found

SEMABeta 23.3 EN ToMB

SEMA GmbH Computer Scftware und Harch... 0208.2023

Advanced options

Mave Uninstall

. Administrator

The folder of the SEMA version remains with the projects, settings and master data contained therein under
the installation path C:\ProgramData\SEMAData\. This folder can then be completely deleted if the files re-

maining in it are no longer needed.

SEMA GmbH - SalzstraBe 25 « 87499 Wildpoldsried, Germany « Tel.: +49 8304 - 939 0 = I I I
www.sema-soft.com ¢ info@sema-soft.com



Installation Guide 10 of 13

5. Network installation

5.1. General information on network installation

A network installation is required if several workstations equipped with the SEMA program want to access
specific data at the same time, such as a common master data pool or general settings, which are then identical
on all of these workstations.

The basis of the network installation is the same as in a single-user installation and is therefore initially based
on a local installation.

Step 5.2 only has to be executed at the first workstation; you can then continue with Step 5.3 at the other
workstations.

A poor network connection can negatively influence the speed of the program while working!
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5.2. Settings after installation

If you want to change your paths of the SEMA program, such as general settings, display options, etc., you
can now change all of them from the SEMA program. To do this, you have to go to "Extras" - "Options" ->"Net
installation".

If a construction project is open, it must be closed beforehand!
: Bal - 2%

¥ Auto-frame roof... 2] L-B L@ 2 u|lF- B0 S

& 4
L8 Auto-frame walls... F10

s Automatic wall output...

o}

¥ Automatic mutti-wall...
Automatic packaging for Log Construction
¢ Apply MCAD Shift+F5

JAUIEILCD E1ep JSISEN

Automatic fasteners and brackets
Automatic stair cutput...
Data Transfer to Material List, F11
Roof material estimate...

i| Calculate estimate...

Energy performance Glaser...

Calculation WGsystem...

Project settings WGsystem.

Control Center

|

Nesting Manager
L Loading Manager
Cloud Manager

* Structural analysis Shift+F11
Qutput, structural analysis.

3D Strut-and-Node Model calculation

% Structural export strut-and-node model »

Structural export FRILO BIM connector

DXF export of extrusion objects

Calculate processing

Master data manager...
Master data container >
Placeholder overview...

=X BP user variables....

Activate grid

Grid and marking settings...

51 General pre-settings... Alt+F7
Qptions
Company Address... Structural analysis export »
. metric units

alculation in the background (members)

. Caleulation in the background (Coverings)

|~ | Calaulation in the background (sairs)

. Calculation in the background (3D objects)

Project manager mode

13 Activate/Deactivate hints (messages) »

Project Manager Options
Clean up current building project

Printer test

Printer calibration...

Transparency of frames on the printout

Prefer layer members (A) for layer HO

Update fonts

Set window size »

Data transfer from V23-2

Export/import SEMA settings »
Mark objects _ Net installation
|~ | Wark object detait Installation of the online help (F1) on hard disk
[ | Mark points of intersection — N

P Bt |
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In the window that opens, a selection is now offered in which you can change all top paths. There you can
define other local paths or network paths.

Here it must be noted that the SEMA program requires a read and of course also write permission on all

defined paths.
Net installation X
Overwrite
Company address C:\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\ T[] EXTRAS ]
Colour settings C\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\ [ | ANSICHT ]
Building project headlines, BP mode C:\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\ £ SONST ]
Carpenter dimensioning and processing parameter: C:\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\ [ EZSTAB ]
Single member Variations Processings C:\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\ [ EZSTAB ]
Custom-designed connections, block processing C\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\ £  EZSTAB ]
Machine data all types C\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\ f EZSTAB ]
Templates for material lists C:\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\VORLAGEN\ £ | MUSTE ]
Plan patterns C:\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\WVORLAGEN\ F£7 PLAN []
Project patterns C:\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\VORLAGEN\ [ PROJEKTE ]
Templates for measurement and quick calculation li: ' C:\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\VORLAGEN\ 7  AUFMASS Il
Template for structural data C\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\VORLAGEN\ [  STATIK ]
Energy performance templates C:\ProgramData\SEMAData\001_ENG_Beta\GLOBAL\VORLAGEN\ F_—' BAUPHYSIK [:I
Pre-settings (AF7) C:\ProgramData\SEMAData\001_ENG_Beta\PROFILES\E_PLATZ\ Fg  EXTRAS ]
Display options(F7) C:\ProgramData\SEMAData\001_ENG_Beta\PROFILES\E_PLATZ\ F | ANSICHT ]
Material list Single Member import and export path  C:\ProgramData\SEMAData\001_ENG_Beta\PROFILES\E_PLATZ\ T  EZSTAB O
Toolbar path C\ProgramData\SEMAData\001_ENG_Beta\PROFILES\E_PLATZ\ [ ANSICHT ]
Personal master data / macros C:\ProgramData\SEMAData\001_ENG_Beta\PROFILES\E_PLATZ\ [  EIGENEST I
oK Cancel

The additional checkbox "Overwrite" is only required as soon as existing folders are to be overwritten.

If all paths have been adjusted, the local existing data are automatically copied to the set path and are thus

available everywhere there.

SEMA GmbH - Salzstrale 25 « 87499 Wildpoldsried, Germany « Tel.: +49 8304 - 939 0
www.sema-soft.com ¢ info@sema-soft.com

Scind

SOFTWARE



Installation Guide 13 of 13

5.3. Distribute settings to other clients

It is now possible to transfer the so-called SEMAConfig.ini file, which is created for the first workstation, to
other workstations so that you only have to set user-defined settings for one of the clients.

This settings file Config.ini can be found under the path: C:\ProgramData\SEMAData\001_DEU

= 1007 ENG feta - o
e are i (]
°

BBX=) B g S

« T This PC > System(C] » ProgramData > SEMAData » D01_ENG Beta

STMINST PROT

You have now 2 options for proceeding on the other workstations:

1. Firstinstall the SEMA program and then import the "SEMAConfig.ini" file into the same directory. This
can be done manually, but also automatically using scripts or external tools. The next time you start
the program all settings will be available.

2. First create the directory C:\ProgramData\SEMAData\ and import the SEMAConfig.ini file there. This
can also be done manually or automatically. Now you can install the SEMA program. All settings are
then automatically available when the program is started.
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